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ALX400 & President 


Specification 


Structure 

Jig-built body structures in extruded aluminium sections. Aluminium stress panels are assembled with 
multi-grip fasteners to provide full structural integrity. The areas of interface between steel and 
aluminium are treated with Dielectric paint and the steel is treated using Mebon. Full underseal 
treatment is given on completion. 


Exterior Panels 

Aluminium panels are used, butt jointed and bonded to the frame. The side skirt panels are easily 
detachable for speedy replacement. The roof is aluminium sheet and bonded to the frame. The front 
and rear domes and glazing surrounds are GRP mouldings. The low-level front and rear panels are ABS 
mouldings with bumpers in three sections designed for quick removal and/or replacement. 


Glazing 

The side windows are clear toughened 4mm glass fitted with rubber gaskets. Black powder coated 
aluminium frame hopper units provide ventilation. Two-piece upper and lower saloon front 
windscreens are fitted, gasket mounted. Full width windscreen, heated windscreen, bonded side 
glazing and tinted glazing are available as an option. 


Doors 

Air-operated glider doors provide a minimum opening of 1050mm wide between the handrails. The 
entrance step complies to DDA requirements - 325mm maximum reducing to 250mm when the 
suspension is lowered. A separate 1050mm wide centre door can be provided. Emergency exits are 
provided in both saloons, a slam lock in the lower saloon, offside rear position, and a frameless glass 
hinged in the upper saloon rear position. 


Interior Trim 
Wipe-clean laminate panels are used for the body sides and ceiling. Soft trim is available as an option. 


Flooring 
The floor is 12mm birch plywood covered with hardwearing non-slip flooring. The step edgings are an 
alternating colour to meet DDA requirements. 


Heating 

The President has a blown air system, supplying fresh and re-circulated air at window top in lower 
saloon and skirt level in upper saloon. The ALX400 has convector heating in the lower saloon, coupled 
with blown air to the rear lower saloon and the full length of the upper saloon. A single motor, with 
twin blower, lower saloon windscreen demists also supplies cab heating through vents in cab area. The 
body is insulated with fire-retardant polystyrene sheet. Driver's air conditioning is available as an 
option. 


Interior Lighting 

Continuous lighting, with integrated fluorescent tubes, provide lighting to both sides of upper and 
lower saloon. The driving compartment has an independent halogen lamp. The entrance is illuminated 
with halogen lamps in the shelf plate. 


Electrics 

Chassis electrical centres are positioned in the front dash with access by way of secure latches. Body 
electrical centres are located under the stairs, accessible via removable panels. High-level marker lights 
are fitted front and rear, combination flashers are fitted at the rear, LED type lamps and high level 
repeaters are available as an option. 


Destination Displays 

A manual, front destination and triple route number, side destination and rear triple route number are 
fitted to fully meet DDA requirements. Options include the fitment of electronic destination equipment 
and the provision of route number displays on the nearside. 


Driving Compartment 

A full height laminate partition is located behind the driver. A waist height bulkhead with access door 
and moulded cash tray is fitted to the driver's left. A full-height protective assault screen is available as 
an option. 
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